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(3) It' necessary to avoid a risk of sig
nificant harm to persons, property. or 
the environment, PHMSA may in the 
notification declare the proposed ac
tion immediately effective. 

(4) Unless otherwise speCified, the 
terms and conditions of a corrective 
action order, compliance order, or 
othel' order applicable to a pipeline fa
cility covered by a special permit will 
take precedence over the terms of the 
special permit. 

(5) A speCial permit holder may seek 
reconsideration of a decision under 
paragraph (h) of this section as pro
vided in paragraph (1) of this section. 

(i) Can a denial of a request for a spe
cial permit or a revocation of an exist 
ing speCial permit be appealed? Recon
sideration of the denial of an applica
tion for a special permi t 01' a revoca.
tion of an existing special permit may 
be sought by petition to the Associate 
Administrator. Petitions Cor reconsid
eration must be received by PHMSA 
within 20 calendar days of the notice of 
the grant or denial and must contain a 
brief statement of the issue and an ex
planation of why the petitioner be
Heves that the decision being appealed 
is not in the public Interest. The Asso
ciate Administrator may grant or 
deny, in whole or in part, any petition 
for reconsideration without further 
proceedings. The AsSOCiate Adminis
trator's decision is the final adminis
trative action. 

(j) Are documents related to an appli 
cation for a speCial permit avaHable 
for public inspection? Documents re
lated to an application, including the 
application itself, are available for 
public inspection on reguiations.gov or 
the Docket Operations Fac1lity to the 
extent such documents do not include 
information exempt from public disclo
sure under 5 U.S.C. 552(b). AppHcants 
may request confidential treatment 
under part 7 of this title. 

[73 FR 16568. Ma.r. 28. 2008, as amended at 74 
FR 2893. Jan. 16. 2009] 
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PART 191-TRANSPORTATION OF 
NATURAL AND OTHER GAS BY 
PIPELINE; ANNUAL REPORTS. IN
CIDENT REPORTS. AND SAFETY
RELATED CONDITION REPORTS 

Seo. 
191.1 Scope. 
191.3 Definitions. 
191.5 Immediate notioe of certaIn inoidente. 
191.7 Report 8ubmi8l!ion requJ.remente. 
191.9 Distribution system: Incident report. 
191.11 Distribution system: Annual report. 
191.12 	 Distribution Systems: Mecharuo!l..i 

Fitting Failure repOrte 
191.13 	 Distribution systems reporting trans

mi8l!ion pipelines; trll.Il8Ill.1saion or gath
ering systems retiorting distribution 
pipelines. 

191.15 	 Tra.nsmi8l!ion systems; gathering sys
tems; and liquefied natural gas fac1l1ties: 
Incident report. 

191.17 	 Tre.nl!m1esion systems; gathering sys
tems; and 1iquefted natural gas facUit1es: 
Annual report. 

191.21 	 OMB oontrol number assigned to in
formation collection. 

191.22 	 National Registry of Pipeline and 
LNG opera.tors. 

191.23 RepOrting sa.fety-related oonditions. 
191.25 	 FiUng safety-related oondition re

pOrte. 
191.27 	 FiUng offshore pipeline condition r&

pOrte. 

AUTHORJ.TY: 49 U.S.C. 5121, 60102. 60103. 
60104.60108.60117, 60118. and 60124; and 49 CFR 
1.63. 

§ 191.1 Scope. 
(a.) This part prescribes requIrements 

for the reporting of incidents, safety
related conditions, and annual pipeline 
summary data by operators of gas pipe
line facilities located in the United 
Sta.tes or Puerto Rico, includIng pipe
lines within the limits of the Outer 
Continental Shelf as that term is de
fined in the Outer Continental Shelf 
Lands Act (43 U.S.C. 1331). 

(b) This part does not apply ta
(1) Offshore gathering of gas in State 

waters upstream from the outlet flange 
of each fac1l1ty where hydrocarbons are 
produced or where produced hydro
carbone are first separated, dehy
drated, or otherwise processed. which
ever facility is farther downstream; 

(2) Pipelines on the Outer Conti
nental Shelf (OCS) that are producer
operated and cross into state waters 
without first connecting to a trans
porting operator's facility on the OCS, 
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upstream (generally seaward) of the 
last valve on the last production facH· 
ity on the OCS. Safety equipment pro· 
tectlng PHMSA·regulated pipeline seg· 
ments is not excluded. Producing oper· 
ators for those pipeline segments up· 
stream of the last valve of the last pro
duction facility on the OCS may peti
tion the Administrator, or designee, for 
approval to operate under PHMSA reg
ulations governing pipeline design, 
construction, operation. and mainte
nance under 49 CFR 190.9. 

(3) Pipelines on the Outer Conti
nental Shelf upstream of the point at 
which operating responsibility trans
fers from a producing operator to a 
transporting operator; or 

(4) Onshore gathering of gas
(1) TW'ough a pipeline that operates 

at less than 0 psig (0 kPa); 
(11) Through a pipeline that is not a 

regulated onshore gathering line (as 
determined in § 192.8 of this sub
chapter); and 

(iii) Within inlets of the Gulf of Mex
ico, except for the requirements in 
§I92.612. 

[Arndt. 191-5, 49 FR 16960. May 3. 1984. as 
amended by Arndt. 191-6.63 FR 24949. July 1. 
1988; Arndt. 191-11, 61 FR 2'7793. June 8. 1996; 
Arndt. 191-12. 62 FR 61695. Nov. 19. 1997; 
Arndt. 191-16. 68 FR 46l11. Aug. 5, 2008; 70 FR 
11189, Mar. 8. 2OOIi; 75 FR 72904. Nov. 26. 2010] 

§ 191.8 DefinitiODS. 

As used in this part and the PHMSA 
Forms referenced in this part-

Administrator means the Adminis
trator, Pipeline and Hazardous Mate
rials Safety Administration or his or 
her delegate 

Gas means natw'al gas, flammable 
gas. or gas which is toxic or corrosive; 

Incident means any of the following 
events: 

(1) An event that involves a release of 
gas from a pipeline, or of liquefied nat
ural gas, liquefied petroleum gas. re
frigerant gas, or gas from an LNG facil
Ity, and that results in one or more of 
the following consequences: 

(i) A death, or personal injury neces
sitating in-patient hospitalization; 

(1i) Estimated property damage of 
$50,000 or more, including loss to the 
operatOl' and others. or both, but ex
cluding cost of gas lost; 

(111) Unintentional estimated gas loss 
of three m1llion cubic feet or more; 

(2) An event that results in an emer
gency shutdown of an LNG fac1l1ty. Ac
tivation of an emergency shutdown 
system for rea.sons other than an ac
tual emergency does not constitute an 
incident. 

(3) An event that is significant in the 
judgment of the operator, even though 
it did not meet the criteria of para
graphs (1) or (2) of this definition. 

LNG facility means a liquefied natural 
gas fac1l1ty as denned in §I93.2007 of 
part 193 of this chapter; 

Master Meter System mea.ns a pipeline 
system for distributing gas within, but 
not limited to, a definable area, such as 
a mobile home park, housing project. 
or apartment complex, where the oper
ator purchases metered gas from an 
outside source for resale through a gas 
distribution pipeline system. The gas 
distribution pipeline system supplies 
the ultimate consumer who either pur
chases the gas directly through a 
meter or by other means, such as by 
rents; 

Municipality means a city, county, or 
any other political subdivision of a 
State; 

Offshore means beyond the line of or
dinary low water along that portion of 
the coast of the United States that is 
in direct contact with the open seas 
and beyond the line marking the sea
ward limit of inland waters; 

Operator means a person who engages 
in the transportation of gas; 

Outer Continental Shelf means all sub
merged lands lying seaward and out
side the area of lands beneath navi
gable waters as defined in Section 2 of 
the Submerged Lands Act (43 U.S.C. 
1301) and of which the subsoil and sea
bed appertain to the United States and 
are subject to its jurisdiction and con
trol. 

Person means any individual, firm, 
joint venture, partnership, corporation, 
associa.tion, State, municipality. ooop
erative association, or joint stock asso
Ciation, and includes any trustee, re
ceiver, aSSignee, or personal represent
ative thereof; 

Pipeline or Pipeline System means all 
parts of those physical fac1l1ties 
through which gas moves in transpor
tation. including, but not limited to, 
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pipe, valves, and other appurtenance 
attached to pipe. compressor units, me
tering stations. regulator stations, de
livery stations, holders, and fabricated 
assembUes. 

State includes each of the several 
States, the District of Columbia, and 
the Commonwealth of Puerto Rloo; 

Transportation of gas means the gath
ering, transmission, or distribution of 
gas by pipeline, or the storage of gas in 
or affecting interstate or foreign com
merce. 

[35 h'R 320. Jan. 8, 1970. as amended by Arndt. 
191-5. 49 FE 18960, May 3, 1984; Arndt. 191---10, 
61 FE 18516, Apr. 26, 1996; Arndt. 191..12, 62 FE 
61695. Nov. 19. 1997: 68 FE 11749. Mar. 12. 2003; 
70 FE 11139. Mar. 8, 2005: 75 FR 72905, Nov. 26, 
2010J 

§ 191.5 Immediate notice of certain in
cidents. 

(a) At the earliest practicable mo
ment following discovery, each oper
ator shall give notice in accordance 
with paragraph (b) of this section of 
each incident as defined in §191.3. 

(b) Eaoh notice required by para
graph (a) of thls section must be made 
to the National Response Center either 
by telephone to 800-424-8802 (in Wash
ington. DC, 202 267-2675) or electroni
cally at http://www.nrc.uscg.mil and 
must include the following informa
tion: 

(1) Names of operator and person 
making report and their telephone 
numbers. 

(2) The location of the incident. 
(3) The time oC the incident. 
(4) The number of fatalities and per

sonallnjuries. if any. 
(5) All other significant facts that are 

known by the operator that are rel
evant to the cause of the incident or 
extent of the damages. 
[Arndt. 191-4. 47 FE 32720. July 29. 1982. a.a 
amended by Arndt. 191-5, 49 FR 18960, May 3. 
1984; Arndt. 191-8, 54 FE 40878, Oct. 4. 1989; 75 
FE 72905, Nov. 26, 2010] 

§ 191.7 Report submission require
ments. 

(a) General. Except as provided In 
paragraph (b) of this section, an oper
ator must submit each report required 
by this part electronically to the Pipe
line and Hazardous Materials Safety 
Administration at http:// 

49 CFR Ch. I (10-1-11 Edition) 

opsweb.pnmsa.dot.gov unless an alter
native reporting method is authorized 
in accordance with paragraph (d) of 
this section. 

(b) Exceptions. An operator is not re
quired to submit a safety-related con
dition report (§19L25) or an offshore 
pipeline condition report (§ 191.27) elec
tronically. 

(c) Safety-related conditions. An oper
ator must submit concurrently to the 
applicable State agency a safety-re
lated condition report required by 
§191.23 for Intrastate pipeline transpor
tation or when the State agency acts 
a.s an agent of the Secretary with re
spect to Interstate transmission fac1l1
ties. 

(d) Alternative Reporting Method. If 
electronic reporting imposes an undue 
burden and hardship. an operator may 
submit a written request for an alter
native reporting method to the Infor
mation Resources Manager. Office of 
Pipeline Safety. Pipeline and Haz
ardous Materials Safety Administra
tion, PHP-20. 1200 New Jersey Avenue, 
SEt Washington DC 20590. The request 
must describe the undue burden and 
hardship. PHMSA will review the re
quest and may authorize, in writing, an 
alternative reporting method. An au
thorization will state the period for 
which it is vaUd, which may be indefi
nite. An operator must contact 
PHMSA at 202-366-8075, or electroni
cally to 
informationresourcesmanager@dot.,gov or 
make arrangements for submitting a 
report that is due after a request for al 
ternative reporting is submitted but 
before an authorization or denial Is re
ceived. 

[75 FR 72905, Nov. 26. 2010] 

§ 191.9 Distribution system: Incident 
report. 

(a) Except as provided in paragraph 
(c) of this section. each operator oC a 
distribution pipel1ne system shall sub
mit Department oC Transportation 
Form RSPA F 7100.1 as soon as prac
ticable but not more than 30 days acter 
detection of an inoident required to be 
reported under §191.5. 

(b) When additional relevant infor
mation Is obtained after the report is 
submi tted under paragraph (a) of this 
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section, the operator shall make sup
plementary reports as deemed nec
essary with a clear reference by date 
and Bubject to the original report. 

(c) Master meter operators are not 
required to submit an incident report 
as required by this section. 
[Arndt. 191-5. 49 FR 18960, May 8, 1984. I\S 

amended at 75 FR 72905. Nov. 26. 2010] 

§ 191.11 Distribution system: Annual 
report. 

(a) General. Except as provided in 
paragraph (b) of this section, each op
erator of a distribution pipeline system 
must submit an annual report for that 
system on DOT Form PHMSA F 7100.1
1. This report must be submitted each 
year, not later than March 15, for the 
preceding calendar year. 

(b) Not required. The an.nual report re
quirement in this section does not 
apply to a master meter system 01' to a 
petroleum gas system that serves fewer 
than 100 customers from a single 
source. 
[75 FR 72905, Nov. 26, 2010] 

§ 191.12 Distribution SysteDl8: Mechan· 
ical Fitting Failure Reports 

Each mechanical fitting failure, as 
required by §192.1009, must be sub
mitted on a Mechanical Fitting Failure 
Report Form PHMSA F-7100.1-2. An op
erator must submit a mechanical fit
ting failure report for each mechanical 
fitting failure that occurs within a cal
endar year not later than March 15 of 
the following year (for example, all me
chanical failure reports for calendar 
year 2011 must be submitted no later 
than March IS, 2012). Alternatively, an 
operator may elect to submit its re
ports throughout the year. In addition. 
an operator must also report this infor
mation to the State pipeline safety au
thority if a State has obtained regu
latory authority over the operator's 
pipeline. 
[76 FR 5499. Feb. 1. 2011] 

§ 191.18 Distribution systems reporting
transmission pipelines; trans
mission or gathering systems re
porting distribution pipelines. 

Each operator. primarily engaged in 
gas distribution, who also operates gas 
transmission or gathering pipelines 

shall submit sepal'ate reports for these 
pipelines as required by §§ 191.15 and 
191.17. Each operator. primarily en
gaged in gas transmission or gathering, 
who also operates gas distribution 
pipelines shall submit separate reports 
for these pipelines as required by 
§§ 191.9 and 191.11. 

[Arndt. 191-5, 49 FR 18961, May 3, 1984J 

§ 191.15 Tramlmission systems; gath
ering systeDl8; and liquefied natural 
gas facilities; Incident report. 

(a) Transmission or Gathering. Each 
operator of a transmission or a gath
ering pipeline system must submit 
DOT Form PHMSA F 7100.2 as soon as 
practica.ble but not more than 30 dayS 
after detection of an incident required 
to be reported under § 191.5 of this part. 

(b) LNG. Each operator of a liquefied 
natural gas plant or fac11ity must sub
mit DOT Form PHMSA F 7100.3 as soon 
as practicable but not more than 30 
days after detection of a.n inCident re
quired to be reported under § 191.5 of 
this part. 

(c) Supplemental report. Where addi
tional related information is obtained 
after a report is submitted under para
graph (a) or (b) of this section, the op
erator must make a supplemental re
port as soon as practicable with lit clear 
reference by date to the original re
port. 

[75 1<'R 72905, Nov. 26. 2010] 

§ 191.17 Transmission systems; gath
ering systeDl8; and liquefied natural 
gas facilities: Annual report. 

(a) Transmission or Gathering. Each 
operator of a transmission or a ga.th
ering pipeline system must submit an 
annual report for that system on DOT 
Form PHMSA 7100.2.1. This report 
must be submitted each year, not later 
than March 15, for the preceding cal
endar year, except that for the 2010 re
porting year the report must be sub
mitted by June 15, 2011. 

(b) LNG. Each operator of a liquefied 
na.tural gas fa.cility must submit an an
nual report for that system on DOT 
Form PHMSA 7100.3-1 This report must 
be submitted each year. not later than 
March 15. for the preceding calendar 
year, except that for the 2010 reporting 
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yea.r the report must be submitted by 
June 15, 2011. 

[75 FR 72905. Nov. 26. 2010] 

§ 191.21 OMB control number aesigned 
to information collection. 

ThIs section displays the control 
number assigned by the Office of Man

49 CFR Ch. I (10-1-11 edition) 

agement and Budget (OMB) to the in
forma.tion collection requirements in 
this part. The Paperwork Reduction 
Act requires agencies to display a cur
rent control number assigned by the 
Director of OMB for each agency infor
mation collection requirement. 

OMS CONTROL NUMBER 2137-0522 

Section ot 49 CFR Part 191 whore identified Form No. 

191.5 ..................................................................................................................................... . Telephoolc. 

191.9 ..................................................................................................................................... . PHMSA 7100.1. PHMSA 7100.3. 

191.11 ................................................................................................................................... . PHMSA 7100.1-1, PHMSA 7100.3

1. 
191.15 .................................................................................................................................... PHMSA 7100.2. 

191.17 ................................................................................................................................... . PHMSA 7100.2-1. 

191.22 ................................................................................................................................... . PHMSA 1000.1. 


[75 FR 72905. Nov. 26. 2010] 

§ 191.22 National Registry of Pipeline
and LNG operators. 

(a) OPID Request. Effective January 
1. 2012. each operator of a gas pipeline. 
gas pipeline fao1l1ty, LNG plant or LNG 
fac1l1ty must obtain from PHMSA an 
Operator Identification Number 
(OPID). An OPID is assigned to an op
erator for the pipeline or pipel1ne sys
tem for which the operator has pri 
mary l'esponsibtl1ty. To obtain on 
OPID. an operator must complete an 
OPID Assignment Request DOT Form 
PHMSA F 1000.1 through the National 
Registry of Pipeline a.nd LNG Opera.
tors in accordance with §191.7. 

(b) OPID validation. An operator who 
has already been assigned one or more 
OPID by January I, 2011, must validate 
the information associated with each 
OPID through the National Registry of 
Pipeline and LNG Operators at http:// 
opsweb.phmsa.dot.gov, and correct that 
information a.s necessary. no later than 
June 30, 2012. 

(c) Changes. Each operator of a gas 
pipeline, gas pipeline facil1ty. LNG 
plant or LNG fac1l1ty must notify 
PHMSA electronically through the Na
tional Registry of Pipeline and LNG 
Operators at http://opsweb.pftmsa.dot.gov 
of certain events. 

(1) An operator must notify PHMSA 
of any of the following events not later 
than 60 days before the event occurs: 

(1) Construction or any planned reha
b1l1tation. replacement, modification. 

upgrade. uprate, or update of a faoility. 
other than a section of line pipe, that 
costs $10 million or more. If 60 day no
tice is not feasible because of an emer
gency. an operator must notify PHMSA 
as soon as practicable; 

(it) Construction of 10 or more mUes 
of a new pipeline; or 

(111) Construction of a new LNG plant 
or LNG facility. 

(2) An operator must notify PHMSA 
of any of the following events not later 
than 60 days after the event occurs: 

(i) A change in the primary entity re
sponsible (I.e.• with an assigned OPID) 
for managing or administering a safety 
program required by this part covering 
pipeline facilities operated under mul
tiple OPIDs. 

(11) A change in the name of the oper
ator; 

(Ui) A change in the entity (e.g., com
pany, municipality) responslble for an 
existing pipeline, pipeline segment, 
pipeline fac1l1ty, or LNG fac1lity; 

(tV) The acquisition or divestiture of 
50 or more miles of a pipeline or pIpe
line system subject to Part 192 of this 
subchapter; or 

(v) The a.cquisition or divestiture of 
an existing LNG plant or LNG fac1li ty 
subject to Part 193 of this subchapter. 

(d) Reporting. An operator must use 
the OPID issued by PHMSA for all re
porting requirements covered under 
this subchapter and for submissions to 
the National Pipeline Mapping System. 

[Arndt. No. 191-21. 75 FR 72906. Nov. 26, 2010] 
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§ 191.28 Reporting aalety-reIated con· 
ditions. 

(a) Except as provided in paragraph 
(b) of this section, each operator shall 
report in accordance with §l91.25 the 
existence of any of the following safe
ty-related conditions involving fac1l1
ties in service: 

(1) In the case of a pipeline (other 
than an LNG facility) that operates at 
a hoop stress of 20 percent or more of 
its speCified minimum yield strength, 
general corrosion that has reduced the 
wall thickness to less than that re
quired for the maximum allowable op
erating pressure, and localized corro
sion pitting to a degree where leakage 
might result. 

(2) Unintended movement or abnor
mal loading by environmental causes, 
such as an earthquake. landslide. or 
flood. that impairs the serviceability of 
a pipeline or the structuralintegrlty or 
reliab1l1ty of an LNG facility that con
tains. controls. or processes gas or 
LNG. 

(3) Any crack or other materia.! de
fect that impairs the structural integ
rity or rel1ab1l1ty of an LNG fac1l1ty 
that contains. controls, or processes 
gas or LNG. 

(4) Any material defect or physical 
damage that impairs the serviceability 
of a pipeline that operates at a hoop 
stress of 20 percent or more of its speci
fied minimum yield strength. 

(5) Any malfunction or operating 
error that causes the pressure of a 
plpeline or LNG facility that contains 
or processes gas or LNG to rise above 
its maximum allowable operating pres
sure (or working pressure for LNG fa
cUities) plus the build-up allowed for 
operation of pressure limiting or con
trol devices. 

(6) A leak in a pipeline or LNG facU
ity that contains or processes gas or 
LNG that constitutes an emergency. 

(7) Inner tank leakage. ineffective in
sulation. or frost heave that impairs 
the structural integrity of an LNG 
storage tank. 

(8) Any safety-related condition that 
could lead to an imminent hazard and 
causes (either directly or indirectly by 
remedial action of the operator). for 
purposes other than abandonment, a 20 
percent or more reduction in operating 
pressure or shutdown of operation of a 

pipeline or an LNG facUity that con· 
tains or processes gas or LNG. 

(b) A report is not required for any 
safety-related condition that

(1) Exists on a master meter system 
or a customer-owned service line; 

(2) Is an incident or results in an in
cident before the deadline for fiUng the 
safety-related condition report; 

(3) Exists on a pipeline (other than an 
LNG facility) that is more than 220 
yards (200 meters) from any buUding 
intended for human occupancy or out
door place of assembly. except that re
ports are required for conditions within 
the right-of-way of an active railroad, 
paved road, street. or highway; or 

(4) Is corrected by repair or replace
ment in accordance with applicable 
safety standards before the deadline for 
filing the safety-related condition re
port, except that reports are required 
for conditions under paragraph (a)(l) of 
this section other than localized corro
sion pitting on an effectively coated 
and cathodically protected pipeline. 
[Arndt. 191-6. 53 FR 24949, July 1, 1988, a.s 
amended by Arndt. 191-14, 63 FR 37501. July 
13, 199111 

§ 191.26 Filing safety-related condition 
reports. 

(a) Each report of a safety-related 
condition under §l91.23(a) must be rued 
(received by the Associate Adminis
trator, OPS) in writing within five 
working days (not including Saturday, 
Sunday, or Federal lIoUdays) after the 
day a representative of the operator 
first determines that the condition ex
ists, but not later than 10 working days 
after the day a representative of the 
operator discovers the condi tion. Sepa
rate conditions may be described in a. 
Single report if they are closely re
lated. Reports may be transmitted by 
facsimlle at (202) 366-7128. 

(b) The report must be headed "Safe
ty-Related Condition Report" and pro
vide the following information: 

(1) Name and principal address of op
erator. 

(2) Date of report. 
(3) Name. job title, and business tele

phone number of person submitting the 
report. 

(4) Name, job title, and business tele
phone number of person who deter
mined that the condition exists. 
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(5) Date condition was discovered and 
date condition was first determined to 
exist. 

(6) Looation of condition. with ref
erence to the State (and town. city, or 
oounty) or offBhore site, and as appro
priate, nearest street address, offshore 
platform. survey station nwnber. mile
post, landmark, or name of pipeline. 

(7) Desoription of the condition, in
cluding circwnstanoos leading to its 
disoovery, any signifioant effects of the 
oondition on safety. and the name of 
the oommodity transported or stored. 

(8) The correotive action taken (in
oluding reduction of pressure or shut
down) before the repol't is submItted 
and the planned follow-up or future 
corrective action, including the antici 
pated schedule for starting and con
cluding such action. 
[Arndt. 19l··~, 53 FR 24949, July I, 1988; 53 FR 
29800, Aug. 8, 1968. as amended by Amdt. 191··· 
7,54 FR 82344. Aug. 7. 1989; Arndt. 191-8. 54 FR 
40078, Oct. 4, 1989; Arndt. 191-10, 61 FR 18516. 
Apr. 26,1996] 

§ 191.27 Filing offshore pipeline condi· 
tion reports. 

(a) Each operator shall, within 60 
dayS after completion of the inspection 
of all its underwater pipelines subject 
to §192.612(a), report the following in
formation: 

(1) Name and principal address of op
erator. 

(2) Date of report. 
(3) Name. job title, and business tele

phone number of person submitting the 
repol't. 

(4) Total length of pipeline inspected. 
(5) Length and date of installation of 

each exposed pipeline segment, and lo
cation, including, if available, the loca
tion according to the Minerals Manage
ment Service or state offshore area and 
block number tract. 

(6) Length and date of installation of 
each pipeline segment, 1f different from 
a pipeline segment identified under 
paragraph (a)(5) of this section, that is 
a hazard to navigation, and the looa
tion, including. if available. the loca
tion aocording to the Minerals Manage
ment Service or state offshore area and 
block number tract. 

(b) The report shall be mailed to the 
Office of Pipeline Safety, Pipeline and 
Hazardous Materials Safety Adminis

49 CFR Ch. I (10-1-11 Edition) 

trat10n, Department of Transportation, 
Information Resouroes Manager, PHP
10. 1200 New Jersey Avenue SE., Wash
ington, DC 20590-0001. 
[Arndt. 191-9. 56 FR 63770, Deo. 5, 1991, as 
amended by Amdt. 191-14, 63 FR 37501, July 
13. 1998; 70 FR 11139. Mar. 8. 2005; 73 FR 18570, 
Ma.r. 28, 2009; 74 FR 2894, Ja.n. 16, 2009] 

PART 192-TRANSPORTATION OF 
NATURAL AND OTHER GAS BY 
PIPELINE: MINIMUM FEDERAL 
SAFETY STANDARDS 

SUbpart A-General 

Seo. 
192.1 What is the scope of this part? 
192.3 Definitions. 
192.5 Class locatiOns. 
192.7 	 What documents are Incorporated by 

reference pa.rtly or wholly In this part? 
192.8 	 How are onshore gathering lines a.nd 

regulatsd onshore gathering linea deter
mined? 

192.9 	 What reQ.uirements apply to gathering 
lines? 

192.10 Outsr continental shelf pipel1nes. 
192.11 Petroleum gas systems. 
192.13 	 What general reQ.ulrementa apply to 

pipelines regulated under this pa.rt? 
192.14 	 Conversion to service subjeot to this 

part. 
192.15 Rules of regulatory oonstruction. 
192.16 Customer notification. 

SUbpart B-Materials 

192.51 Scope. 
192.53 General. 
192.55 Steel pipe. 
192.57 [Reserved] 
192.59 PlastiC pipe. 
192.61 [Reesrved] 
192.63 Marking of ma.terla.ls. 
192.65 Transportation of pipe. 

SUbpart C-Plpe Design 

192.101 Soope. 
192.103 General. 
192.105 Design formula :1.'01' steel pipe. 
192.107 Yield strength (8) :1.'01' steel pipe. 
192.109 	 Nominal wall thickness (t) for Iltee1 

pipe. 
192.111 Design factor (F) for steel Pipe. 
192.112 	 Additional design requirements for 

steel pipe using alternative maximum a.l
lowable operating pressure. 

192.113 	 Longitudinal joint factor (E) for 
steel pipe. 

192.115 	 TempemtUl'e derating factor (7') for 
stsel pipe. 

192.117 [Reserved] 
192.119 [Reserved] 
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