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40A-8.011 Policy and Purpose.
(1) This chapter establishes minimum flows and minimum water levels for surface waters, and minimum water levels for groundwater at specific locations within the Northwest Florida Water Management District.

(2) In establishing minimum flows and minimum water levels, the Governing Board shall use the best information available to establish limits at which further withdrawals would be significantly harmful to the water resources or ecology of the area.
(3) Minimum flows and minimum water levels prescribed in this chapter are used as a criteria for imposing limitations on withdrawals of groundwater and surface water and for reviewing proposed surface water management and storage systems and stormwater management systems.
Rulemaking Authority 373.044, 373.113, 373.171 FS. Law Implemented 373.042, 373.0421 FS. History–New 6-12-19.

40A-8.021 Definitions.
(1) “Minimum flow” means the limit at which further withdrawals would be significantly harmful to the water resources or ecology of the area.
(2) “St. Marks River” means the riverine waterbody that originates in eastern Leon County and flows south discharging into Apalachee Bay in Wakulla County.
(3) “St. Marks River Near Newport, FL” means USGS Station 02326900 located on the St. Marks River in Wakulla County.

(4) “St. Marks River Near Woodville, FL Estimated Daily Flow” means the best available estimate by the District of the daily flow at USGS Station 02326885, District Station 9257, or its successor, located on the St. Marks River in Leon County.

(5) “St. Marks River Rise” means the first magnitude spring located within Leon County on the St. Marks River at 30 degrees 16 minutes 34 seconds north latitude and 84 degrees 8 minutes 56 seconds west longitude.
Rulemaking Authority 373.044, 373.113 FS. Law Implemented 373.042 FS. History–New 6-12-19.

40A-8.031 Minimum Flow for the St. Marks River Rise.
The Governing Board hereby establishes the following minimum flow. The Governing Board finds that the following minimum flow is the limit at which further withdrawals would be significantly harmful to the water resources or ecology of the area.

The minimum flow for St. Marks River Rise is established as an allowable reduction of 33 cubic feet per second from the baseline period average daily spring flow. The baseline period is October 1, 1956 to November 27, 2017. The average daily spring flow is calculated as the difference between the surface water flow measured at St. Marks River Near Newport, FL and the St. Marks River Near Woodville, FL Estimated Daily Flow. The most recent 30-year period of average daily spring flows is used to evaluate whether the minimum flow is met.

Rulemaking Authority 373.044, 373.113 FS. Law Implemented 373.042, 373.0421, 373.103 FS. History–New 6-12-19.
